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 4.40
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CONTACT
POSITION 18

THREAD OPTIONS
SEE ORDERING CODE FOR

POSITION 1
CONTACT

POSITION 2
CONTACT

5.50 [.217] DEEP
THREADED HOLE (2 PLCS)

CONTACT
POSITION 19

 5.75
.226

 

 
.591±.010
15.00±0.25 

 
1.193±.010
30.30±0.25 

 6.25
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THREAD OPTION

0 = NO DUST COVER SUPPLIED
1 = WITH GREY DUST COVER SUPPLIED

3 = #4-40 UNC THREAD

2 = WITH BLACK DUST COVER SUPPLIED

SPECIAL CONNECTORS

M = M3 x 0.5 THREAD

MANY UNIQUE FEATURES ARE READILY
AVAILABLE TO SUIT CUSTOMER 

DUST COVER OPTION

REQUIREMENTS. CONSULT WITH 
AMPHENOL CANADA FOR DETAILS.

2.
BETWEEN MATING AREA AND PCB SIDE OF CONNECTOR. GASKET PROVIDES 
SEAL TO INSIDE FACE OF ENCLOSURE PANEL.

CURRENT & VOLTAGE RATING: 0.5 AMPERES, 40 VAC RMS.3.

CONTACT RESISTANCE: 10 MILLIOHMS MAXIMUM, INITIAL. 4.

OPERATING TEMPERATURE: -55°C TO +105°C.5.

DUST COVER MAY BE ORDERED SEPARATELY, SPECIFY6.
PART NUMBER MHDR-2A11-004BP FOR GREY COVER•
PART NUMBER MHDR-2A11-014BP FOR BLACK COVER•

NOTES:

MATERIAL:1.
ALL MATERIALS ARE RoHS COMPLIANT PER EU DIRECTIVE 2011/65/EU•
AND AMENDMENTS
OUTER SHELL - DIECAST ZINC ALLOY, MATTE TIN OVER NICKEL PLATED•
CONTACTS - COPPER ALLOY, PLATED WITH 0.76µm (30µ") GOLD OVER•
1.27µm (50µ") MINIMUM NICKEL ON THE MATING AREA WITH MATTE TIN 
OVER NICKEL ON THE TAILS.
HDMI HOUSING - ENGINEERING THERMOPLASTIC, HIGH TEMPERATURE •
RESISTANT, FLAMMABILITY RATING UL94V-0, BLACK
HDMI SHIELD - STAINLESS STEEL, PASSIVATED•
REAR SHIELD - STAINLESS STEEL, TIN OVER NICKEL PLATED•
GASKET - CONDUCTIVE SILICONE RUBBER, BLACK•
DUST COVER - SILICONE RUBBER WITH NICKEL PLATED BRASS BUSHING. •
SEE ORDERING CODE FOR COLOUR OPTION.

ENVIRONMENTAL PERFORMANCE PER IEC 60529 CODE IP67 FOR SEAL 

SERIES, RUGGED HDMI

HDMI TYPE 'A' RECEPTACLE, 
SINGLE  PORT, VERTICAL PCB TAIL

ORDERING CODE:   M H D R - A 5 1 1 - X X
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4mm (.157")
THICKNESS UP TO

MHDR RECEPTACLE

CUSTOMER PANEL

MOUNTING SCREWS
(NOT SUPPLIED)

DUST COVER
APPLICATION VIEW

COMPONENT SIDE OF BOARD
RECOMMENDED PCB LAYOUT

CL

19 15 13

17

1

14

9

4

5

610121618

2

3

8

7

11

LOCATE HOLES
0.13 [.005] DIA

POSITION DIMENSIONS
ARE BASIC

5, 11 & 17)
POSITIONS

(THIS ROW &
10 PLCS
.031±.002

 
.134±.003
3.40±0.08  

9.00  
.354

3 PLCS
.067
1.70

 

0.65±0.05
.026±.002
9 PLCS

1.30
.051

3 PLCS

1.70
.067

 

 
.295
7.50

2 PLCS
.026±.003
0.65±0.08

 

 

0.75
.030

6 PLCS
10 PLCS

.059

0.80±0.05

1.50TYP

1.50
.059

 
.500

12.70  

 0.85
.033

 

RECOMMENDED PANEL CUTOUT

.246
 

 
.691
17.55

TYP
.051

 
R1.30

 1.75±0.07
.069±.003

 
.472±.003

12.00±0.07 

 
.945
24.00 

 
.455
11.55 

 

 6.25

3.20±0.08
.126±.003
2 PLCS


