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5.15-5.35 GHz, 11dBi & 120° WIDE ANGLE COVERAGE DIRECTIONAL ANTENNA 
Laird Technologies’ Wide H-plane sectored antenna offers the systems integrator a solution  
for sectorized base stations, as well as coverage where a wide directional pattern characteristic  
is preferable to that of an omnidirectional pattern. Enclosed in an attractive, UV-stable  
weatherproof radome, the antenna satisfies indoors aesthetic requirements. It is rugged  
enough to withstand outdoor exposures, too.

FEATURES
•  UV stable weatherproof radome  

suitable for indoor/outdoor applications.

•  Optional articulating mounts can be used 
to customize antenna pattern tilt on mast 
or wall surface. 

PARAMETER SR51120D12SMF

Frequency (GHz) 5.15 - 5.35

Gain (dBi) 11

VSWR 1.5:1

Polarization Linear vertical

E-Plane 3dBi 19°

H-Plane 3dBi 120°

Impedance (ohms) 50

RF connector Female SMA

Weight oz. (kg) 0.3 (0.14)

Dimensions in
(cm)

2.4 x 9.5 x 1.0 
(6.1 x 24.2 x 2.6)

Mount Wall / Mast

Enclosure Polycarbonate

Power (Watts) 5

Pigtail 12 in

MARKETS
•  Indoor and outdoor systems

•  Educational and industrial campuses

•  Healthcare or transportation terminal

•  WiMAX
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